
 

Its light weight 

and low space 

 requirement   

provides a very     

effective tool 

� Mini Hydraulic Cutter-Spreader MCHE 100 CXT- MCHE140 CXT- MCHC 60 CXT  MCHU 70 CXT 

DESCRIPTION 
High strength hardened light alloy unit. Can be used in wet conditions. 
Can be used in wet conditions. 
 
Tool comprises : 
 

� 1 Double acting cylinder 
� 1 Cutter body 
� 1 Ergonomically shaped control handle with integral safety device  

  � Automatic locking mono coupling with flat faced pre-centering cone 
       and metallic protection cap 
� 2 Cutting blades in high strength corrosion resistant hardened forged 

steel (4 blade models) 
 

CHARACTERISTICS 

Model MCHE100 
CXT 

MCHE140 
CXT 

MCHC60 CXT MCHU70 CXT 

Blade shapes. Short straight straight curved U 

Operating pressure 700 bar 700 bar 700 bar 700 bar 

Cutting force  190 kN 190 kN 157 kN 190 kN  

Spreading force  23 kN 16 kN - - 

Maximum opening A 98,5 mm 147 mm 66 mm 70 mm  

Dimensions (mm) 492x136x90 565x171x125 534x171x125 537x171x125  

Weight  4,7 kg 4,16 kg 4,16 kg 4,16 kg  

Tool classification EN 13204 AC 58-C/ 4,7 AC 94-C/ 4,16 AC 66 -C/ 4,16  AC 70 –B/ 4,16 

MADE IN FRANCE 

Mini Hydraulic Cutter-Spreader 
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Powerful, Lightweight and Reliable in Rescue Operations 

Chemin du Lyonnais - 69720 St Bonnet de Mure  FRANCE- 33 (0) 4 72 48 90 05 - fax:33 (0) 4 72 48 90 03 

�:Site : www.hydram.com - E-mail : hydram@wanadoo.fr 
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