
4 NOHA NORWAY AS • www.noha.no 

• NOHA MODEL S11 MED ApprOvED

noha fixed offshore hose reel for wall-
mounting

Bronze piping parts, for sea water or fresh water.  
Durable Hose reel for use offshore, in accommodation and living quarters, 
and production areas. 

MED approved (Marine Equipment Directive) by Det Norske veritas for use on 
vessels/ offshore, and CE approved by Kiwa for installation on land, accor-
ding to EN 671-1. 

NOHA MODEL S11 - MED iS SuppLiED witH:

•	 Hose	reel	made	of	galvanized	steel	or	AISI	316	(SST	model)

•	 Piping	parts,	nozzle	and	valves	in	bronze.

•		 Paint	according	to	NOHA	offshore	specification,	RAL	3001	red

•	 Hose	according	to	EN	694

•	 Water	supply	through	the	center	of	the	reel

•	 Hose	coupling	reel	end:	1”	BSP	female,	swivel,	bronze

•	 Hose	coupling	nozzle	end:	1”	BSP	male,	fixed,	bronze

•	 Water	inlet	1”	BSP	male

•	 Working	pressure	12	Bar

*	Working	pressure	over	12	Bar	is	not	recommended,	as	the	increased	
pressure in nozzle and hose may be dangerous for untrained personel 
(ref. EN 671-1). 

•	 Design	pressure	20	Bar*

•	 NOHA	installation	instructions

•	 Wall	bracket	and	hose	guide

 Model Hose length Dimensions in mm Order number   

  25 mm Ø x D

S11 MED

S11 MED SST

S11 MED

S11 MED SST

30 m

30 m

30 m

30 m

550 x 275

550 x 275

700 x 220

700 x 220

560 251

560 252

560 257

560 258

0575/13

OptiONS:

•	 Anti-clockwise	rotation

•	 red Hose


