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• Anodized aluminum

SB-FP10425         Revised: 09/05/18

Call Potter Roemer - Fire Pro for current listings 
and approvals. Dimensions are subject to 
manufacture’s tolerance and may change without 
notice. Potter Roemer - Fire Pro assumes no 
responsibility for use of void or superceded data. 
Please visit potterroemer.com for most current 
specifications

M e m b e r o f M o r r i s G r o u p I n t e r n a t i o n a l ™

SPECIFICATIONS

REGULARLY FURNISHED

Potter Roemer/ Fire Pro® smooth bore nozzles 
convey water at maximum reach and with the best 
overall straight stream quality.

FP10425-_
SMOOTH BORE NOZZLES

MODEL  
 

INLET  
In (mm)  

 
 

GPM

 

(lpm)

 

   (64) (276)
   FP10425-1 2-1/2” 73

 
 

  

 
 

-13, -11 & -9 (Shown)

  

ORIFICE 
 In (mm)

 (13)

    (64) (432)
   FP10425-2 2-1/2” 114

 
5/8”
(16)

    (64) (621)
   FP10425-3 2-1/2” 164

 
3/4”
(19)      

    (64) (844)
   FP10425-4 2-1/2” 223

 
7/8”
(22)

     

    (64) (1102)
   FP10425-5 2-1/2” 291

 
1”
(25)

    (64) (1393)   FP10425-6
2-1/2” 368

 
1-1/8”

(29)

    (64) (1722)
   FP10425-7 2-1/2” 455

 
1-1/4”

(32)

13"

Ø33
4"

Orifice Dim
See Chart

    (64) (2082)
   FP10425-8 2-1/2” 550

 
1-3/8”

(35)

    (64) (2479)   FP10425-9 2-1/2” 655
 

1-1/2”
(38)

    (64) (2911)
   FP10425-10 2-1/2” 769

 
1-5/8”

(41)

   (64) (3377)
   FP10425-11 2-1/2” 892

 
1-3/4”

(44)

   (64) (3876)
   FP10425-12 2-1/2” 1024

 
1-7/8”

(48)

   (64) (4410)
   FP10425-13 2-1/2” 1165

 
2”
(51)

1/2”

Also in:
New York (800) 526-4592
Chicago (800) 547-3473
Atlanta (800) 762-0542
Miami (866) 961-3473
Dallas (866) 644-3473

Headquarters: 
P.O. Box 3527
City of Industry, CA 
91744 U.S.A. 
Los Angeles Area 
800-366-3473 
626-855-4890 www.potterroemer.com

WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov
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